PARIC My

GEGR.

PERROT COUPLINGS
Characteristics: female

quick connection couplings with lever catch

Working pressure:

10 bar
size hose inner diameter information material article
mm mm number
50/2" 52 female Stainless steel 9591
70/75 75 female Stainless steel 6417
89/77 75 female Stainless steel 10214
89/89 89 female Stainless steel 7343
89/102 102 female Stainless steel 6384
108/90 90 female Stainless steel 5517
108/102 102 female Stainless steel 6430
108/110 110 female Stainless steel 6453
159/152 152 female Stainless steel 4734
216/200 205 female Stainless steel 9559
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Characterisitcs:
quick connection couplings

Working pressure:

10 bar
size hose inner diameter
mm mm
50/2" 52
70/75 75
89/77 75
89/89 89
89/102 102
108/90 90
108/102 102
108/110 110
159/152 152
216/200 205
PI;\RSCH GmbH & Co. KG ) N
Gildestrasse 16, 49477 Ibbenbiren, Germany = e\,
www.parsch.de info@parsch.de S

information

male
male
male
male
male
male
male
male
male
male

PERROT COUPLINGS

material

Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel
Stainless steel

article
number

9592
6416
10215
7342
6383
5518
6429
6450
4735
9560




